
Deafgard Data Sheet

Deafgard is a portable device which alerts 
people in an emergency. Designed for the deaf 
and hard of hearing, Deafgard has a vibration 
pad and flashing light which wakes people up 
on the sound of the alarm.

Deafgard

Specification Overview

Product Dimensions

Casing ABS

Power 4 x 1.5v C size alkaline batteries (do not use rechargeable batteries)

Expected battery life 12 months

Trigger CD and UL certified fire alarms.

Approvals & Standards
EN61000-4-2 electro-magnetic compatibility (EMC)
EN61000-4-3 electro-magnetic compatibility (EMC)
EN50081-1 electro magnetic compatibility (EN55022)

Part number 577-6444

Overall Height 109 mm

Casing Height 55 mm

Width 165 mm

Depth 125 mm

Packed kit weight 980 g

Product only (inc. batteries ) 830 g

Call:      01273 320650 
Email:  contact@fireco.uk 
Web: www.fireco.uk

Contact our team for more information

Deafgard
Technical specification sheet  

Dimensions and weight
• Overall height: 109mm
• Main casing height: 55mm
• Width: 165mm
• Depth: 125mm
• Packed kit weight: 980g 
• Product only (including batteries): 830g
 
Material and operating specifications
• Casing: ABS
• Power: 4 x 1.5v C size alkaline batteries 
 (do not use rechargeable batteries)
• Expected battery life: 12 months 
• Trigger: by CE and UL certified fire alarms. 
 
Approvals and standards  
• EN61000-4-2 electro-magnetic  
 compatibility (EMC). 
• EN61000-4-3 electro-magnetic    
 compatibility (EMC). 
• EN50081-1 electro-magnetic compatibility 
 (EN55022)

Fireco reserves the right to alter specifications without prior notification.
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